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ALCO PRODUCTS, INC. 
NOW EXCLUSIVE DISTRIBUTOR* OF 

PLYMOUTH LOCOMOTIVES 
STANDARD EXPORT LOCOMOTIVES THREE TO 120 TONS 

FOR HAULING AND SWITCHING SERVICE 

ENGINE POWER PACKS FOR DIESEL OIL, GASOLINE~ LPG AND OTHER FUELS 

• Exc luding U. S. A., Canada , Australia 



I ALCO I UCLUSIVE DISTRIBIITOR*OF PLYMOUTH LOCOMOTIVES 

PLYMOUTH 
STANDARD EXPORT 

LOCOMOTIVES 

Check these features: 

■ Power range from 30 to 1400 HP 

■ Weights from 3 to 120 tons 

■ For gauges from 23%" to 66" 

■ Available in four wheel, six wheel and 
eight wheel (double truck) drives 

General Characteristics 

Wheelbase availabilities: 45-3 / 16" to 108". 
Gauges: 23%" to 66". 
Basic locomotive weight: 3 to 120 tons. 
Radius of sharpest curve: 23' to 55'. 
Length over bumpers: 4' 10" to 45'. 

Versatile units for hauling and shunting duty in railway 
service ... and for steel plants, mining, quarrying and 
refractory operations, general construction, plantations, 
refineries, grain elevators, forestry and milling 
properties, ports and marine terminals, all types of 
manufacturing and processing facilities. 

Tough, trouble-free and economical in use, PLYMOUTH 

locomotives are real cost-cutters that afford many years 
of dependable service. 

Every power-packed PLYMOUTH unit is designed, 
engineered and built with utmost precision encompassing 
the technical knowledge, fabricating and assembly 
techniques acquired from more than a half century of 
locomotive building experience. 

Whether operating conditions call for diesel oil, 
gasoline, LPG or other fuels, there's a PLYMOUTH locomotive 
to do the job perfectly. With high or low, long or 
short, wide or narrow configuration . . . in a gauge to your 
specific requirements. 

All PLYMOUTH locomotives may be equipped for multiple unit control by a single operator. 
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DE- 0-4-0 Wheel Unit 

The D-Series by PLYMOUTH 
8-10-12 -14-16 Tons-Diesel or Gasoline 
engines with Hydraulic or Mechanical 
drive. Compactly built , with short wheel ­
base to negotiate sharp curves. Plenty of 
power with high adhesion and maximum 
tractive effort. 

Specifications 

Gauge of Track... . ................. 23%" to 66" 
Wheelbase: Steel Frame ......... .. ..... ..... 55¼" 
Radius of Sharpest Curve. . ........... .23' 
Length over Bumpers ....... 12' 

The M-Series by PLYMOUTH 
25-30-35-40-45 Tons-Diesel or Gasoline 
engines with Hydraulic or Mechanical 
drive. PLYMOUTH M-Series locomotives 
have replaced steam and electric locomo­
tives to speed up switching jobs in many 
plants. Increased power and traction in 
a more compact unit as well as easy 
accessibility for fast economical mainte­
nance, are significant PLYMOUTH features. 

Specifications 

Gauge of Track. ................. 30" to 66" 
Wheelbase ...... . .. .............. .84" 
Radius of Sharpest Curve ..................... ..44' 
Length over Bumpers... . ....... 19' 8" 

The DE-Series 
25 to 80 Tons-Diesel engines with El 
motives are available in either a 0-j 
or a 0-4-4-0 double truck arrangeme 
ranges from 180 HP to 400 HP. 
The DE-Series provides a heavy duty 
tion per wheel. The unit is able to han 

Gauge of Track ... 
Wheelbase (DE-4) 
Wheelbase (DE-8) . 

Specifi 

Radius of Sharpest Curve (DE-4) 
Radius of Sharpest Curve (DE-8) 
Length over Bumpers ........ . 



r Hauling and Switching Service 

The J-Series by PLYMOUTH 
14-16-18-20-25 Tons-Diesel or Gasoline 
engines with Hydraulic or Mechanical 
drive. PLYMOUTH J-Series locomotives are 
designed to meet the demand for a 
medium-heavy unit. They are especially 
adaptable for work requiring portable 
track and in places where heavier models 
cannot be used . 

Specifications 

GaugeofTrack. . .. .. .23%" to 66" 
Wheelbase .............................. 63" to 70%" 
Radius of Sharpest Curve... . .. ...... 32' 
Length over Bumpers ...................... 14' 11" 

The W-Series by PLYMOUTH 
27½-30-35 -40-45 Tons-Diesel or Gaso­
line engines with Hydraulic or Mechanical 
drive . PLYMOUTH W-Series Locomotives 
with six wheel drive provide a wider dis­
tribution of weight desirable when operat ­
ing on I ightweight track. 

Specifications 

Gauge of Track. 
Wheelbase .... . 

... ........ 30 " to 66" 

Radius of Sharpest Curve. 
Length over Bumpers .. 

. ....... 108" 
. ................ 55' 

.... .21'6" 

by PLYMOUTH 
Electric drive. PLYMOUTH DE-Series loco-

0-4-0 arrangement from 25 to 40 tons, 
ent from 45 to 80 tons. Engine output 

rty locomotive with a low-weight distribu­
andle heavy loads on light duty. 

:if ications 
... 36" to 56½ " 

.......................... 78" 
....... 87" 

............. 50' 
.................................................. 100' 

.... From 29' (DE-4) to 45' (DE-8) 
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THE 
CR-SERIES BY 

PLYMOUTH 
30 TO 120 TONS 
350 TO 1400 HP 

This newest locomotive in the PLYMOUTH line incor­
porates many outstanding features never before 
offered in this class locomotive. Diesel dependabil ­
ity is available in a wide selection of conventional 
engines. Hydraulic drives are matched to job 
requirements . 

PLYMOUTH CR-Series locomotives are available in 
four wheel cardan shaft drive from 35 to 60 tons; 
six wheel drive from 40 to 80 tons; eight wheel 
(double truck) drive from 45 to 120 tons . Options 
are available in lighter weights with chain drive 
to the axles. Full shaft drive is standard, permit­
ting speeds up to 50 MPH. Power shifting through 
all speed ranges, either forward or reverse, is 
accomplished without interruption in tractive 
effort. 

CR-0-4-0 Unit 
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CR-0-6-0 Unit 

CR-0-4-4-0 Unit 

PLYMOUTH LOCOMOTIVES DISTRIBUTED* BY I ALCO j 



PLYMOUTH 
MINE-O-MOTIVE 
LOCOMOTIVES 

FOR MINING, TUNNEL AND CONSTRUCTION SERVICE 
The amazing versatility of PLYMOUTH diesel -hydraulic MINE-O­
MOTIVES solves toughest haulage problems with maximum 
safety and economy of operation. All units are equipped with 
PLYMOUTH stainless steel exhaust conditioners as approved by 
U.S. Bureau of Mines under Schedule No. 24. 

Specifications- Model FMD-22 ... 5 to 7 Tons 

Gauge of Track... .. ......................................................................... 23 %" to 56½ " 
Wheelbase ... .. ............................................................................ 30" 
Radius of Sharpest Curve... .. .............................................................................. 15' 
Length over Bumpers... .. ................................. 9' 7" 
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Specifications-Model DMD-24 ... 8 to 16 Tons 

Gauge of Track. .. ............................................................. 23 %" to 66" 
Wheelbase (with leaf springs) ........................................................................... 55 ¼ " 
Radius of Sharpest Curve. .. .......................................................... .28' 
Length over Bumpers ........................................ .. ........................................................... 12' 

Specifications-Model JMD-24 ... 15 to 25 Tons 

Gauge of Track. 
Wheelbase ... 
Radius of Sharpest Curve ... 
Length over Bumpers ... 

........................ 22 ½ " to 66" 
....................................... 63" 

.............................. 32' 
.... - ............. - .......... 15'6" 

Specifications-Model TMDR-24 ... 3½ to 6 Tons 

Gauge of Track .. . 
Wheelbase .. 
Radius of Sharpest Curve ... 
Overall Length over Bumpers ... 

.. .. . ......................... .... .. .. .. .. .. ........ 18" to 56½ " 
.. .. .. 34" 

.. .. ....... .. .... ...... ....... 12' 
. .... . 8 1 6 11 

---

Specifications- Model FMD-24 ... 5 to 7½ Tons 

* Gauge of Track ... 
Wheelbase .... 
Radius of Sharpest Curve ... 
Length over Bumpers ... 

* 18" Gauge available 

......... 23%" to 56½" 
. .............................................. 38-5 / 16" 

.. ................ 19' 
.......................... ... 12' 

Specifications - Model DMS-24 . .. 8 to 12 Tons 

Gauge of Track... .. ... .24" to 66" 
Wheelbase .......................................................................................................................... 65%" 
Radius of Sharpest Curve... . .................................................. 33' 
Length over Bumpers. .. ..................................................................................... 12' 6" 

Specifications - Model MDT ... 25 to 45 Tons 

Gauge of Track ... 
Wheelbase ... 
Radius of Sharpest Curve ... 
Length over Bumpers. 

......................................... 30" to 56½ " 
..,, .. ,, .... , .... , ..... , .. ,, .... ,, .... ,, ............. 84" 

.. .... , ...................................... ..44' 
.. .. , .......... 19' 8" 

PLYMOUTH-built locomotives are of unsurpassed excellence, power and performance-matched to each specific job and customer 
requirement. For further information on the locomotive model best suited to your operations, contact ALCO Products, Inc., Exclu­
sive Distributor'~ of PLYMOUTH standard export locomotives. 

IALCO I 
ALCO PRODUCTS, INC. 530 FIFTH AVENUE, NEW YORK, N. Y., 10036 

Cable Address: Locomotive, New York 
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